Produc Description Technical Features Operating Range Material

p 1,1-Seal face and p Single Seal p dl =16 - 100mm p Rotary seal faces: Carbon, Silicon carbide,
metal bellows p Balanced P p =25 Dbar Tungsten Carbide

P 1,2-O-Ring (For P Metal bellows p t=-40/220 °C p Stationary seal faces:
rotary seal) Independent of p Vg =20 m/sn Chromuim Nickle 316 ti, Silicon carbide,

P 1.3-Drive collar rotation direction Ceramic, Tungsten Carbide,

P 1,6-Set Screws P Elastomers : Viton (FKM), EPDM,

P o-Stationary Seat
»  3-O-Ring (For
stationary seal)

Stationary Seat Alternatives
» G-16 G-9 G-4 G-6

dipH7

) d3 dg d7dg do ds bk I3 515 lg lg lig hg b s | dy| dy dg d7dg do ds lix I3 515 lg lg lig lig b s
16] 300 23 27 3 260 38425" 325 15 4 175 100 - - 16 90| 50| 650 62 70 4 605 74 475 325 25 6 230 150 170 95 16 105
18] 320 27 33 3 280 39 375 305 20 5 140 1153 10 70 16 100| 53| 682 65 73 4 640 77 475 325 25 6 230 150 170 95 16 105
201 335 29 35 3 295 41 375 305 20 5 140 115 150 70 16 10 99| 700 6/ 75 4 b6bo 80 475 325 25 6 230 150 170 95 16 10.0
22| 365 31 37 3 320 44 375 305 20 5 140 115 150 70 16 100| 58| 717 70 78 4 670 83 525 375 25 6 230 150 18.0 105 3.0 14(
241 390 33 39 3 345 47 400 285 20 5 195 115 160 70 16 82| 60| 746 72 80 4 695 85 525 375 25 6 230 150 180 105 3.0 14(
25| 396 34 40 3 355 48 400 285 20 5 195 115150 70 16 85| 63| 790 75 83 4 725 88 525 375 25 6 230 150 180 105 3.0 140
281 428 37 43 3 385 o1 425 310 20 5 195 115 160 70 16 90| 65| 841 77 85 4 780 95 525 375 25 6 230 150 180 105 3.0 14(
30| 450 39 45 3 405 563 425 310 20 5 195 115 150 70 16 85| 68| 673 81 90 4 820 96 525 345 25 7 260 180 185 110 16 10
32| 460 42 48 3 420 55 425 310 20 6 195 115 150 70 16 92| 70| 873 83 92 4 810 96 600 420 25 7 260 180 19.0 115 3.0 17(
33| 480 42 48 3 430 56 425 310 20 5 195 15 150 70 16 92( 75| 950 688 97 4 870 104 600 420 25 7 260 180 190 115 3.0 16.(
39| 492 44 50 3 400 58 425 310 20 5 195 115 150 70 16 93| 80| 984 95 105 4 910 109 600 418 30 7 262 182 190 115 3.0 16.
38 023 49 56 4 480 61 450 310 20 6 220 140 160 80 16 82| 85 1047 100 110 4 960 114 600 418 30 7 262 182 190 115 30 16.
40| 000 o1 08 4 o900 64 460 310 20 6 220 140 160 80 16 92| 90| 1110 105 115 41030 119 650 468 30 7 262 182 205 130 30 21C
43| oo 54 61 4 330 6/ 450 310 20 6 220 140 160 80 16 92| 95| 1140 110 120 4 1060 124 650 478 3.0 7 252 172 205 130 3.0 21(
45( 987 96 63 4 000 69 450 310 20 6 220 140 160 80 16 95| 100 1174 115 125 4 1110 129 650 478 30 7 252 172 205 130 30 20.(
48| 619 59 66 4 580 772 460 310 20 6 220 140 160 80 16 92
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