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Technical Features Operating Range

Produc Desciption Material

p 1,1-Seal face p Single seal p di =10-100mm p Rotary seal faces: Carbon, Silicon carbide,

p 1,2-O-Ring (For p Balanced P p=12bar Tungsten Carbide, Chromuim Nickle 316 ti
rotary seal) p Rubber bellows p t=-35/220 °C P Stationary seal faces: Silicon carbide,

p 1,3-Housing P Independent of P Vg =15m/sn Ceramic, Tungsten Carbide,

p 1,4-Set screws rotation direction Chromuim Nickle 316 i

P 1,5-Spring p Elastomers : Viton (FKM), EPDM,

> 1,6 D”V_e iRt Stationary Seat Alternatives: il (NE,
p 2-Stationary Seat
| P Standard seats
P 3-L-Ring (For
stationary seal)
d D D1 L L1 d D D1 L L1
21 18.1 18.0 0.0 e o S B
18 40 55 60.5 21.1 115
12 23 20.6 18.0 5.5
43 60 60.5 21.1 115
14 25 23.1 18.0 6.0
45 60 65.5 21.1 115
15 26 26.9 19.1 7.0
48 65 65.5 21.1 1150
16 29 26.9 19.1 7.0
50 65 72.5 21.1 11.5
18 29 30.9 19.1 8.0
55 74 72.5 22.1 11.5
20 32 30.9 19.1 8.0
60 79 79.3 25.8 11.5
22 35 354 19.1 8.0
65 87 84.5 25.8 11.5
24 37 35.4 19.1 8.0
70 93 89.5 25.8 115
25 41 38.2 19.1 8.5
75 98 94 5 25.8 1.5
28 41 433 19.1 9.0
80 104 99.5 25.8 11.5
30 47 433 19.1 9.0
85 108 105.5 25.8 13.5
32 47 43.3 19.1 9.0
90 113 11.5 25.8 13.5
33 48 53.5 19.1 1.5
95 118 116.5 25.8 135
35 49 53.5 19.1 1.5 el 8 UBE a5 e
(T 53 805 21 1 115
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